
Replacing Pedego Motor Housing / Freehub 

 
List of recommended and provided tools: 

• Park Tool FR-5 Cassette Lockring Tool 

• Park Tool SR-2.2 Chain Whip 

• Pedego Motor Housing Tool 

• 18mm Wrench 

• 10mm Wrench 

• Table vice (if available) 

• Large Adjustable Wrench  

Cassette Removal: 

Here is a helpful video from the folks at Park Tool demonstrating the use of both the FR-5 and SR-2.2. You 

will use this same method on your Pedego bike. 

• https://youtu.be/9KAaP7pbFV0 

Motor Housing / Freehub Removal: 

The following steps will guide you in removing the outer housing of the motor hub that contains the 

freehub. Following these steps in the reverse order when finished will enable you to successfully replace 

the motor housing / freehub. 

1. Remove rear wheel from Pedego bike. 

2. Remove Axle nut and washers from the drive side and set aside in a safe place. 

3. After reviewing the above video on cassette removal, use the FR-5 + SR-2.2 tools to remove the 

cassette. Set cassette, lockring, and tools aside in a safe place. 

4. Using the 18mm + 10mm wrenches, remove the two internal axle nuts and washer. 

a. 18mm wrench will be used for axle nuts. 

b. 10mm wrench will be used to hold the axle from rotating while the axle nuts are removed. 

c. Set axle nuts and washer in safe place. 
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5. Inspect the drive side axle to ensure there are no remaining washers or nuts. 

6. If a table vice is available, insert the base of the Pedego motor housing hool into the vice and 

tighten down. If vice is not available, proceed to step 7. 

 

 
7. Carefully slide the motor cable through the base and align the teeth of the tool with the 

corresponding slots on motor housing and insert. 

 

 
 

8. Using the rim of the wheel for leverage, rotate counter clockwise until the motor housing 

separates from the hub. 
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a. If no vice is available, rest the rim on the ground at your feet. With the motor housing 

tool in place, use the large wrench to rotate the tool and housing counter clockwise 

until it separates from the hub. 

 

9. Pull motor housing off  the axle (imaged above) and carefully remove motor cable. You can now 

discard original motor housing.  

Motor Housing / Freehub Replacement: 

You are now ready to replace the motor housing on your Pedego motor hub. Below is a quick list of 

steps which are the reversed steps of removing the original damaged freehub. 

1. Carefully feed the motor cable through the freehub of the motor housing and slid over axle. 

2. Carefully feed the motor cable through the motor housing tool and slide the tool over the 

axle. 

3. Align the teeth and slots and begin by hand threading on the replacement motor housing to 

ensure the correct orientation. 

4. Use the vice or wrench to tighten. 

5. Replace the two axle nuts and washer to the base of the freehub using the 18mm + 10mm 

wrenches. Make sure not to overtighten as they will press into the outer bearing and may 

cause future issues. 

6. Re-attach the cassette to the freehub using the FR-5 tool. 

7. Return the lock washer, standard washer, and axle nut into place on the outer part of the 

axle. 

8. Re-attach the completed rear wheel back to bike. 


